




 

PANEL CUT-OUT 

Dual Pointer Intercrossing Type DC. A-V-Watt Panel Meter.
(Watt Value Read At The Joint Point Of The Two Pointers)

Measuring Ranges : Connecting Diagram

ST-70W

• Sensitivity Full Scale：

• Internal Resistance：

• Accuracy：

• Case And Composition：

• Color：

• Dimension：

• Pointer Shape：

100uA DC
1100 OHM
Class 2.5
Acrylic resin front and ABS resin case.
Black case, white scale plate or yellow.
70(L) x 70(W) x 30(D)mm 
Knife or Tube-type, color in black or red.

Volt Ampere Watt Value

DC OUT
A

V
AC 100V
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ST-312V(ST-312mV) ST-312A

Input Voltage
Accuracy 
Operating Voltage 
Polarity
Over Input
Zero Adjustment
Sampling Rate
Low Battery Indication (LOBAT)
Operating Temperature & Humidity
Storage Temperature & Humidity

DC 200mV or 2V full scale
±0.1%rdg±1dgt
DC 7V-12V
Automatic input polarity indication
Over-range indication by displaying “1” or “-1”
Automatic adjustment
Approx. 3 times per second
When power supply voltage less than 7.2V typically
0°C-50°C at 80% R.H.
-10°C-70°C at 85% R.H.

Features

Specifications

• 3 1/2 digit liquid crystal display.

• 200mV and 2V full scale input sensitivity.

• Single Battery operated 9V supply or ±5V DC 

power supply (Dual supply).

• Built-in low battery indication and automatic 

polarity indication.

• Decimal point selectable.

• Low power dissipation Typically less than 20mV.

• High input impedance (> 1M ohm).

• Guaranteed zero reading for 0 volts input on 

all scales.

• True differential input or single-ended input.

• Self mountable with optional mounting bezel.

• Low cost high performance.

• EN50081-1  EN50082-1  EN55022 

EN61000-4-2  IEC801-3

Crossing Type
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Digital panel meter



 

 

 

 

1000/5A-3000/5A
10-15V A
Class 1
Insulation 600V

400/5A-800/5A
7.5-10V A
Class 1
Insulation 600V

200/5A-400/5A
3-5V A
Class 1
Insulation 600V

30/5A-150/5A
2-3V A
Class 1
Insulation 600V

25

Current Transformer Memo




